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8" MIN. CLASS 2 AGGREGATE SUBGRADE COMPACTED TO 95%
BASE MATERIAL
* THIS HEIGHT IS
CROSS GUTTER (SECTION A-—A) APPROXIMATE, 2% MAX.
NOT TO SCALE GRADE SHALL CONTROL
wo 8 | VARIABLE L2
L 1
8” MIN. CLASS 560—C—3250
SURFACING 3/8" 1.5" ABOVE FL* ConGREa
uP LEVEL LINE ¢ | - — f\s//\ﬁ >//<\;
2 j“ T En . A \/<\\/\4
o (7 > (7 04 L$A * jq s @) r 44 - \//\\///\\\///\\
(- (- (- (- (- (-

2NN

8” MIN. CLASS 2 AGGREGATE
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SPANDREL (SECTION B—B)
NOTES: NOT TO SCALE

1. THIS CROSS GUTTER STANDARD TO BE CONSTRUCTED IN AREAS WHERE STREET GUTTERS WILL HAVE
CONSTANT OR FREQUENT FLOWS FROM LANDSCAPED PARKWAYS AND MEDIANS, GOLF COURSES, AND
AGRICULTURAL RUNOFF AND WHEN STREET GRADIENT IS LESS THAN 0.8%, HOWEVER THIS STANDARD
SHALL NOT BE USED WHEN IT WILL CAUSE THROUGH TRAFFIC (PARALLEL WITH THE CROSS GUTTER
FLOW LINE) TO TRAVEL OVER THE CROSS GUTTER. IN THIS SITUATION, A "STANDARD CROSS GUTTER
AND SPANDREL" PER STANDARD 137 SHALL BE USED.
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2. ALL NOTES FOR STANDARD 137 SHALL APPLY TO THIS STANDARD.
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	STD 138, Splash Area Cross Gutter & Sprandel


