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: PARKWAY WIDTH NORMAL MIN.
VARIES 7

PARKWAY WIDTH
6 VARIES

R/W SOUTH SIDE_OR WEST SIDE ¢ NORTH SIDE OR EAST SIDE R/W
\

|
(LOCATE FIRE HYDRANT T ‘

FIRE HYDRANT. SEWER 2.5
MAIN NORMAL MIN.
IN ACCORDANCE WITH
WATER STANDARDS.) STORM 6.5 2.5" MIN. COVER
DRAIN MIN. OVER FACILITIES
2.5 FT. MIN.
DEPTH
VARIES

TYPICAL SECTION
NOT TO SCALE

NOTES:

1. LOCATION AND DEPTH OF EXISTING AND PROPOSED UTILITIES MUST BE PROVIDED BY THE
APPLICANT, AND SHOWN ON ANY PLANS SUBMITTED TO THE CITY FOR APPROVAL.

2. CHANGES MAY BE PERMITTED BY THE CITY ENGINEER IN CASES OF CONFLICTING FACILITIES.

3. CONFLICTS BETWEEN UTILITY COMPANY FACILITIES, EXISTING AND PROPOSED, MUST BE
MUTUALLY RESOLVED BY THE UTILITY COMPANIES AND APPROVED BY THE CITY ENGINEER.

4. ABOVE—-GROUND FACILITIES SHALL BE LOCATED BEHIND SIDEWALK UNLESS APPROVED
OTHERWISE BY THE CITY ENGINEER.

5. FOR TREE INSTALLATION ON LOCAL STREETS, TREES SHALL BE LOCATED 2 FEET OUTSIDE
OF R/W WHEN SIDEWALK IS ADJACENT TO CURB.
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