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; :>—j}fWEAKENED PLANE JOINTS PER STD. 126

e~ VARIABLE
6" MIN ‘

TO FL

* SIDEWALK

FLOWLINE

SIDEWALK ON INSIDE OF KNUCKLE

UTILITY POLE, WHEN ALLOWED, SHALL BE PLACED BEHIND SIDEWALK

1. TRANSMISSION POWER POLES (SEE BELOW).
2. AERIAL CONDUCTORS ARE TYPICALLY REQUIRED TO BE

EXCEPT:

WEAKENED PLANE JOINT PER STD. 126

RELOCATED TO AN UNDERGROUND LOCATION.

=
. (a4
‘ VARIABLE
5 MIN FIRE HYDRANT 1'—6” FROM SIDEWALK & 3' FROM CURB RETURN LINE
T0 FL ‘ TRANSMISSION POWER POLE (GUY AND LINE, FOR CIRCUITS THAT EXCEED
34kV): 1. FACE OF POLE SHALL BE PLACED 1'—6" BEHIND FLOWLINE.
* 2. SIDEWALK WIDENING REQUIRED —— SEE STD. 135
3. PREFERRED LOCATION IS BEHIND SIDEWALK (SEE ABOVE), WHEN
N FEASIBLE.
: \ 10’ 10’ 10’
MIN. [ T~ MIN.
*  SIDEWALK
FLOWLINE |
FOR ACCESS RAMP
REQUIREMENTS, SEE SIDEWALK AT INTERSECTION

STANDARD NO. 136

NOT TO SCALE

NOTE:
VARIABLE DISTANCES TO BE SHOWN ON APPLICABLE TYPICAL ROAD SECTION STANDARD.
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SIDEWALK, FIRE HYDRANT,
& UTILITY POLE LOCATION
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STANDARD PLAN No.:

150



aazarnia
Snapshot

aazarnia
Snapshot

aazarnia
Image

aazarnia
Line

aazarnia
Line


	STD 150, Sidewalk, Fire Hydrant, & Utility Pole Location (SW @ Curb)


