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LIST OF APPROVED MATERIALS 

Meter Installation 
(3/4” x 1”, 1”, or 2” Meters) 

 
For ¾” x 1” Meter, use 1” service line 
For 1” Meter, use 1 ½” service line 

For 1 ½” & 2” Meter, use 2” service line 

Description Approved Manufacturer/  
Stock Number 

(Size of main¹) x (Service line size) 
Double Strap Brass Saddle with Pipe Thread 
 
Note¹: For water main size above 12”, use triple stainless steel 
strap or extra wide single strap with DI epoxy coated bodied 
saddle.  

For 12” Pipe and Smaller:  
Jones - J-979 Series 
Ford – 202B Series 
Mueller - BR2B Series: 
Smith- Blair 366 
Mueller DRS2 
AY McDonald 4856A 
Romac 202NS 
Ford FC202  
Smith Blair 317 
  

Corporation Stop, Ball Style (IPT x Compression) 
Use applicable size  1”, 1 ½ and 2” 

Mueller B25028N 
Jones E1935SG 
AY McDonald 74704BQ 
Ford FB1100-4-Q-NL 
Ford FB1100-6-Q-NL 
Ford FB1100-7-Q-NL 
  

Angle Ball Meter Valve (Angle Stop) 
1” (110 Compression x Swivel) 
 
1 ½ and 2” (110 Compression x Flange) 

1” service line: 
Mueller B24258N 
Jones E1963WSG 
AY McDonald 74602BQ 
Ford BA43-444W-Q-NL 
  

1½” & 2” service line: 
Mueller B24276N 
Ford BFA43-666W-Q-NL 
Ford BFA43-777W-Q-NL 
Jones E1975WSG 
AY McDonald 74602BQ 

 

Polywrap-C Blue Color (6Mil, use applicable size)  
Northtown 
Christy’s 
  

Neptune Water Meter Supplied by IWA Neptune R900i 
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Ball Straight Meter Valve 
1”, 1 ½ and 2” (All to be with lever handle)  

For 1”, 1 ½ and 2” (Swivel X FIP and 
Flange x FIP): 
Jones E1908W 
Jones E1913WJ 
Mueller B24351N 
Mueller B2433741N 
AY McDonald 76101MW/SHDLB 
AY McDonald 76101MFHDL 
Ford B13-444W-HB-34S-NL 
Ford B13-666W-HB-67S-NL 
Ford B13-777W-HB-67S-NL 

 
For 1 ½” and 2” FIP x FIP: 
Mueller B20200N 
Ford B11-777W-NL 
Ford B11-666-NL  
Jones E1900W 
AY McDonald 76101W 
Cambridge 212NL Series 
  

Straight Couplings 110 Compression 

For 1”, 1 ½ and 2”: 
Mueller H15403N 
Jones E2609SG 
AY McDonald 74758Q 
Ford C44-44-Q-NL  
Ford C44-66-Q-NL 
Ford C44-77-Q-NL 
  

Meter Adapters (Swivel Nut to Flange Style) 
Note: For 1 ½” and 2” Water Services 

Mueller H-10879 336N 
Mueller H-10879 337N 
Ford A46-NL 
Ford A47-Slotted-NL 
AY McDonald 710J46 
AY McDonald 710J46 10.75 x 15.25 
AY McDonald 710J47D 
 

Meter Flanges  
Note: For 1 ½” and 2” 

Mueller H10129N 
Mueller H10129HN 
Jones E-129 
Jones E-129H 
Ford CF31-77-NL 
Ford CF31-66-NL 
AY McDonald 7610F 
 

Inline Dual Check Valve, (Meter Swivel Nut x FIP Outlet)  
Commercial and Irrigation Meters Require Backflow Device  
 
Note: For 1 ½” and 2” Water Services (Flange x FIP) 
                                                           (FIP x FIP)   

For ¾ x 1 and 1” Meters: 
Mueller H14242N 
Ford HHS31-344-NL 
Ay McDonald 7411-3JE 54  
Ay McDonald 7411-3HE 54 
 
For 1 ½” and 2” Meters Flange x FIP: 
AY McDonald 711-7DE 66 
AY McDonald 711-7DE 77 
 
FIP x FIP: 
Mueller H-14242N 
Ford HHS11-777-NL 
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Meter box with solid cover marked "IWA" (With 2" Read Port) 

 
¾ x 1” Meter:  
J&R Concrete Products 
P-W5¼ Special Series 15” High Polymer 
Meter Box 
  
 
1”, 1 ½” and 2” Meter: 
J&R Concrete Products P-W5 ½ Special 
Series 20” High Polymer Meter Box 
 

Copper Tubing 
1” Copper Tubing Type K Soft Copper 
1 ½” and 2” Rigid Pipe Type K Soft Copper in 20’ Lengths 

Cerro 
Mueller – Streamline  
Cambridge-Lee Industries 

Meter Installation 
(3” and larger) 

3-inch and larger meter installation require ductile iron laterals and gate valve at water main. 
Use specified material dependent on installation size. 

 

Combination Air Valve Assembly   
(1” & 2” Installations) 

 Description Approved Manufacturer/ 
Stock Number 

(Size of main¹) x (Service line size) 
Double Strap Brass Saddle with Pipe Thread 
 
Note¹: For water main size above 12”, use triple stainless steel 
strap or extra wide single strap with DI epoxy coated bodied 
saddle.  

For 12” Pipe and Smaller: 
Jones - J-979 Series 
Ford – 202B Series 
Mueller - BR2B Series 
Smith- Blair 232 
Smith Blair 317 
AY McDonald 3826  
 
For 12” Pipe and Larger: 
Smith- Blair 366 
Smith Blair 317 
Mueller DRS2 
AY McDonald 4856A 
Romac 202NS 
Ford FC202  
  

Corporation Stop, Ball Style (MIP x MIP) 
Use applicable size 1” and 2” 

For 1” and 2”: 
Mueller B-20013N 
Jones E1943 
Ford FB500-4-NL 
Ford FB500-7-NL 
AY McDonald 73131B 
  

Copper Tubing 
1” Copper Tubing Type K Soft Copper 
2” Rigid Pipe Type K Soft Copper in 20’ Lengths  

 
Cerro  
Mueller- Stream Line 
Cambridge Lee Industries 
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Air and Vacuum Relief Valves 

 
For 1 Inch:  
ARI D-040-P 
Vent-O-Mat Model 025RBX2521 
 
For 2 Inch: 
ARI D-040-P 
Vent-O-Mat Model 050RBX2521   

Copper Tubing Ball Curb Valve  

 
For 1” and 2”: 
Jones - E1949SG6 
Mueller- B25209N 
AY McDonald 76100Q 
Ford B44-444-Q-NL  
Ford B44-777-Q-NL  
 

Copper Tubing Elbows (Compression x Compression) 

 
For 1” and 2”: 
Mueller H-15526N 
Jones E2611SG 
Ford L44-44-Q-NL 
Ford L44-77-Q-NL 
AY McDonald 74761Q 
 

Copper Tubing Elbows ( FIPT x Compression) 
Note: Elbow to be installed at Corporation Stop 

 
For 1” and 2”: 
Mueller H-15533N 
Jones E-2621SG 
AY McDonald 74779Q 
Ford L14-44-Q-NL 
Ford L14-77-Q-NL 
 

Brass Gate Valve (Lead Free) 

 
For 1” and 2”: 
Nibco T-113-LF 
Smith-Cooper International Series 9101L   

Air Relief Valve Enclosure  

 
For 1 Inch: 
Pipeline Products-VCAS-1830-SM 
Sandstone 
Armorcast- P6002002 20” DIA x 36” Height  
With Fixed Base and Padlock 
 
For 2 Inch:  
Pipeline Products- VCAS-2436-SM 
Sandstone 
Armorcast- P6002001 24” DIA x 36” Height  
With Fixed Base and Padlock  

Brass Fittings (Lead Free) 

 
Smith-Cooper International 
Merit Brass 
Edmund Gray Company  
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Backflow and Reduced Pressure Devices   

Description Approved Manufacturer/ 
Stock Number 

Reduce Pressure Principal Devices 1” and 2” (Lead Free) Febco LF825Y  
Wilkins 975XL2 

Reduced Pressure Principal Assembly 3" and Larger (Lead Free) Febco LF880V 
Wikins 475 N Pattern 

Double Detector Check Backflow Assembly (Lead Free) 
Must install 5/8" by-pass meter w/ radio read register 
(purchased at IWA) 

 
Febco LF876V N Pattern 
Febco LF886V N Pattern 
Wilkins Model 450DA 
Wilkins Model 450STDA   

Valve Setter for Backflows 3” and Larger Febco Series 611 
Wilkins  

Backflow Enclosures  

 
For 1” Backflows: 
GuardShack Model HGS-2 
Guardian Enclosures 
 
For 1 ½ and 2” Backflows: 
GuardShack Model HGS-3 
Guardian Enclosures Model GES-400 
 

Ductile Iron Pipe and Fittings 

Description Approved Manufacturer 

 
Ductile Iron Pipe – Cement lined only and Zinc Coated 

Class 350 for line size up to 12” 
Class 250 for line size 14” and above 

 

US Pipe 
McWane/ Pacific States 
American Iron Pipe Company 

Pipe Restraints- Joint Restraining Gaskets 

 
U.S. Pipe- Field Lok Gasket 
McWane- Sure Stop 350 Gasket 
Romac- Piranha Restraint Gasket 
American Iron Pipe- Fast Grip Gasket 
 

12 mil Polyethylene Wrap For Pipe 

 
NorthTown 
AA Thread  
Christy’s 
US Pipe V-Bio Wrap 
  

10 Mil Tape 
Christy’s 
ProSelect 
NorthTown 
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Pipe Restraints for Ductile Iron Pipe- MJ Restraint Joints with 
Wedge Action 

 
Stargrip- Series 3000 
EBAA Iron- Megalug Series 1100 
Sigma- One-Lok 
SIP Industries- EZ Grip 
Ford- Uni-Flange 
Romac- Romagrip 
Tyler Union-TUF Grip Series 1500 

 

Ductile Iron Fittings  
Flange and Mechanical Joint fittings only 

 
U.S. Pipe 
Star  
Sigma 
Tyler Union 
SIP Industries 
 

Flexible Expansion Joints EBBA- Flex Tend 
Romac- FlexiJoint 

Valves and Related Items  

Description Approved Manufacturer/ 
Stock Number 

Gate Valves- Up to 12” 
(Ductile Iron Body with Resilient Wedge Seal) 
To Meet AWWA C-509 Minimum Standard  
Flange x Flange Ends Only  
2” Operating Nut  

Mueller- 2362 Series  
Clow- F6102 Model 2639 & 2640 
American Flow- 2500 Series 
AVK- Series 45 

Butterfly Valve  - 12” and larger 
(Ductile Iron Body) 
Flange x Flange Ends Only 
2” Operating Nut  

Mueller- Lineseal XPII 
Mueller- Lineseal III  
Henry Pratt 2FII 
DeZurik 

Steel Valve Stem Extension  

 
Pipeline Products – SX 908 Zinc Rich 
Powder Coat Finish 
 
FiberPlas Stem Extension 
 

Valve can riser 8” C900 

 
JM Eagle 
North American Pipe  
VinylTech 
  

Valve Box 
Steel Lid Must Be Casted With “IWA”  
Direction Arrow Must Be Casted on Steel Lid or Steel Frame 
 

J&R Concrete – V4-T Valve Box  
 
Bingham and Taylor Mark V- Triangular Lid 
CUL10L-T 
 
Bingham and Taylor Mark V- Base- 
GRE10R-TF 
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Wet Barrel Fire Hydrant Assembly 

Description Approved Manufacturer/ 
Stock Number 

6” Wet Barrel Fire Hydrant 
      Must have one (1), 4” port and two (2), 2 ½” ports  

 
Ductile Iron Fire Hydrants: 
James Jones - J4060 
Clow - Model 860 
American AVK Series Model 2492 
American Flow Control Sequoia 
 
Bronze fire Hydrants: 
James Jones- J3765 
Clow- Model 2060 
 

Fire Hydrant Break Off Check Valve  

 
Clow LB400 
James Jones J5000s 
 

Fire Hydrant Bury (Mechanical Joint Only) 

 
South Bay Foundry 
Clow 
Sigma 
SIP Industries 
 

 
 
 

 

4” and 6”-inch Blow Off Assembly 

Description Approved Manufacturer/ 
Stock Number 

Reducing Companion Flange  

 
U.S. Pipe 
Star  
Sigma 
Tyler Union 
SIP Industries 
  

Brass Double Male Hex Nipple - 2" MNPT x 2 ½” NH BRS AD 

 
Dixon 
Approved Equal 
  

2"-1/2 Plastic Hydrant Cap w/ Ring James Jones 

Cover Box - Marked "WATER" 

 
South Bay Foundry - 1240 
South Bay Foundry - 1241 
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Transition Couplings 

Description Approved Manufacturer/ Stock 
Number  

Wide Range Repair Coupling (Long Sleeve)  

 
Romac- 501  
Romac- XR501 
Romac- Macro HP  
Smith-Blair- 461 
Smith-Blair- 462 
Smith-Blair- 442 
Hymax 2 
Ford  

Steel Flange Repair Coupling Adapter minimum of 12”- 18” length 

Smith- Blair 913 
Smith- Blair 914 
JCM- 306 
Ford- Style FCA 
Romac- Style FC400 
 

Utility Marker Posts 

Description Approved Manufacturer/ Stock 
Number  

Flat Flexible Composite Utility Marker Post – With White Reflective 
Strip Flexstake, Inc  

Tracer Wire 

Description Approved Manufacturer/ Stock 
Number  

For Open Cut Installations of Water Mains and Services Copper Head  
Neptco  

Pipe Spacers 

Description Approved Manufacturer/ Stock 
Number  

Positions Pipe Within Casing  

Cascade CCS Series 
CCI Pipeline Systems 
BWM 
Calpico Inc.  
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Other Materials 

Description Approved Manufacturer/ Stock 
Number 

Ring Flange Gasket (NFS-61 for Paper and ASTM for Rubber) 
1/16 Thick Laminated Non-Asbestos Fiber  

For below ground installation use non-asbestos paper  
For above ground installation use threated flange rubber  

 
Tripac  
Industrial Threaded Products 
U.S. Pipe 
NFW 
  

 
Nuts and Bolt Sets 

Must be 316 SS bolts with Blue Coated Nuts   

 
Tripac 
Industrial Threaded Products 
 

Sampling Station Enclosure  

 
Pipeline Products- WTS-858-SS 
Amorcast- P6002010- Hinged Sandstone 
 

Taping Sleeves (May Only Be Used Under Approval of IWA 
Engineer) 

Must be All Stainless Steel to Include Flange 
 

 
Mueller H304,  
Smith Blair 663,  
JCM 432,  
Romac SST 
 

Large Meter Vault  
Polymer/Fiberglass Blend Vaults  
(Cast-in-Place and Concrete Block Vaults to be Approved by 
IWA Engineer) 

 
J&R Concrete Products P-W7 Series 18” 
High Polymer Meter Box  
Armorcast- A6001449MT Torsion Assist 
Armorcast- A6001506MT Torsion Assist 
 

Well Blowoff Inlet for Wellsite (48” x 48” TR Frame H81 Grate 
Steel ASTM A-36 Hot Dip Galvanized ASTM A123) 

 
SouthBay Foundry 

 

Water Meters and Meter Boxes 

All water meters will be supplied by the IWA at the contractors' expense. Acceptable manufacturers are 
listed below. No other substitutions will be allowed.  

Description Approved Manufacturer/Stock 
Number 

1-inch services –  
Water Meter with Radio Frequency Transmitter  

Neptune R900i Integrated E-Coder Register 
& Radio  

2-inch services – 
Water Meter with Radio Frequency Transmitter 

Neptune R900i Integrated E-Coder Register 
& Radio  

3-inch services – 
Water Meter with Radio Frequency Transmitter 

Neptune HP R900i Turbine Integrated E-
Coder Register & Radio           

¾ x 1” Meters  –                                                                                                             
Meter Box and Cover with IWA Stamped On Lid 

J&R P-W5¼ Special Series polymer meter 
box 15” high (w/ backflow use 5-¼” Box)                                                                                                                    
Solid Cover Marked "IWA" (2" Recessed 
Read port)     
DWG# 1211                                                                             
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1”-  1 ½ and 2” Meters –                                                                                                                        
Meter Box and Cover with IWA Stamped On Lid 

 
J&R P-W5½ Special Series polymer meter 
box 20” high                                                                                                             
Solid Cover Marked "IWA" (2" Recessed 
Read port is required on the cover)     
DWG# 1212       
                                                                                                                                     

3”- 6” Meters –  
Meter Box and Cover with IWA Stamped On Lid                                                                        

J&R Products – P–W7 Series Polymer 
Meter Box 18” High. 

¾ x 1” Meters –                                                                                                                        
Meter Box and Cover with IWA Stamped On Lid 

For 3 ¼ x 1” Meter: 
 
ArmorCast/ Hubbell -  
PD1324B513 5 ¼ Polymer Meter Box 18” 
High. 
 
ArmorCast Cover -   
A6001866-H16   
13” x 24” Polymer Meter Box Cover With 
AMI Recessed Hole. 
 
20K Cover -    
A6001969-H16-02  
With AMI Recessed Hole.   
 

1” – 1 ½ and 2” Meters –                                                                                                                        
Meter Box and Cover with IWA Stamped On Lid 

 
For 1”- 1 ½ and 2” Meters: 
 
ArmorCast –  
A6001419SAX20 5 ½ Polymer Meter Box 
20” High. 
 
ArmorCast Cover –  
A6001420-H16 
17” x 28” x 1 ¾” Polymer Meter Box Cover 
With AMI Recessed Hole. 
 
20K Cover –       
A6001420T-H16 17” x 28” x 1 ¾”  Polymer 
Meter Box Cover With AMI Recessed Hole. 
 

3”- 6” Meters- 
Meter Box and Cover with IWA Stamped On Lid 

 
ArmorCast –  
A6001974PCX18-KO #7 
24” x 36” x 18” Polymer Meter Box  
                  
 
ArmorCast Cover –  
A6001975-H16-H16 
24” x 36” x 3”  
Polymer Meter Box Cover With AMI 
Recessed Holes. 
 
20K Cover –         
A6001975T-H16-H16 
24” x 36” x 3”  
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Polymer Meter Box Cover With AMI 
Recessed Holes. 
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